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Ultra-Com IP users save over 50% on mainte-
nance costs with our built-in diagnostics. Both
local and remote, automatic and manual these
diagnostics perform extensive test routines.
They identify where failures occur,often switch-
ing automatically to back-up resources. Error
messages provide clear explanations and offer
corrective action. The diagnostics can even be
used remotely by technicians at our factory to
help trouble shoot your system.
�/$$80-%14 /$82.&/ #$0
Software upgrades are always free for the life of
the system and there are no software mainte-
nance fees. Upgrades include all new features
and capabilities - this means  a huge cost savings.
�2(*1�(,8#2 *8(,01 ,18/$" **8/$"-/#$/0
Dual instant recall recorders (radio and phone)
are integrated into the system at no extra
charge. This allows the operator to record and
play back, independently, up to 90 minutes of
radio and telephone messages. Save up to
$5000 worth of hardware per operator position.
�.1(-, *8 (,1$&/ 1$#8 1$*$.'-,$8  ,#8 �	��
*-&&(,&8/$"-/#$/����80$/3$/
All telephone call audio is stored on the E911
Server.Calls can be retrieved using the integrat-
ed Search, Filter and Report Utilities from any
access point on the system network. Call and
audio data are backed up on DVD-RAM media
eliminating costly separate logging recorders.
�$ #68%-/8��	��
The Ultra-Com IP is ready for the future. It's
designed with our flexible Distributed Network
Architecture for Interoperability,VoIP, P25 and a
built-in migration path to connect to the
NextGeneration E911 IP infrastructure.

�,1$&/ 1$#8/ #(-�81$*$.'-,$
 ,#8 �	��8 "-++2,(" 1(-,
0601$+
The Ultra-Com IP� �E911/ Radio
Dispatch Control System is an
all digital 32-bit IP windows 
system. It is Phase II compli-
ant providing radio dispatch,
telephone, E911,mapping and
Interoperability/VoIP,all in a sin-
gle software application. This
makes  for reduced complexity,

improved reliability, easier upgrades and way
lower costs. The Ultra-Com IP is priced typically
far less than the competition with dramatically
lower maintenance and expansion costs. It adds
up to the most cost effective system available.
Unlike our competitors, the Ultra-Com IP is a
fully integrated system.You do not need to buy
expensive add-ons to make the system com-
plete. Every feature is built-in - all at no extra
cost. Radio dispatch and E911 may be pur-
chased as separate components.
�0$/8./-&/ ++ !*$
Our built-in visual tools are the most flexible way
for users to program screens. Screens can be
easily designed to fit the job exactly. All screen
interface layout, button size, location colors,
labels and functionality are user programmable.
System changes can also be made by your tech-
nicians instead of expensive factory program-
mers using the integral Customizertool.
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The Ultra-Com IP is a single inte-
grated software application ±
which allows for reduced com-
plexity and makes expansion
simpler and easier. It is TDM
(Time Division Multiplexing
System) capable of 256 audio
paths. Absolutely no new soft-
ware is required to expand the
system - only the addition of
cards and/or cages.

�1 1(01("0
Our built-in Statistical Report Generator is
included at no extra cost. Complete Statistical
report generation report types include: Call,
Line, Operator Call Load Reports and Call time
Reports. These can printed on a printer or
exported as an HTML file. Reports may be gen-
erated from Operator Workstations, the E911
Server or any PC on the network.
�/-&/ ++ !(*(16
The Ultra-Com IP has an unparalleled level of
programmability. All screen interface layout,
button size, location colors, labels functionality
and levels are 100% user programmable. This
allows your operators maximum flexibility in the
way they need to work.
System changes can even be made using our
built-in Customizer.This tool allows your techni-
cians, not expensive factory programmers, to
make system changes as they arise.
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Here are just a few of the radio functions built-in
at no extra cost.

· Touch Screen or Mouse Control
· Supports Single and Multiple Monitors
· Pop-Up Windows reduce screen clutter
· Volume Memory Windows
· Recall Recorders 
· Alarm Monitoring
· On-Key Help
· Radio Channel Buttons
· Programmable CW/ID for all channels
· Plus many,many,more.

�-��8/$+-1$8-.$/ 1-/8.-0(1(-,
The Ultra-Com IP enhanced Distributed
Network Architecture allows secure, full, opera-
tor positions (radio & phone) to be shared
among several dispatch center systems. One of
the first in the industry.
� "/-0
Macros save dispatchers and technicians loads
of time with user programmable buttons that
can automate time consuming complex tasks .
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The Main Radio Screen offers easy access to all the most com-
mon radio and telephone functions.All in easy to read plain
text.Our pop-up windows reduce screen clutter.
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Again, all features are built in at
no extra cost.
· Handles E911lines 
· Handles ADMIN lines
· Logging Recorder
· Phone/Radio Recall Recorders  
· Fax & Print Services
· E911 Database
· Call Taker Notes 
· Site Information
· TDD (both formats)
· Automatic Call Distribution 
· Analog Phone  Capability

�2(*1�(,8.'-,$8!--)0
A one thousand number phone book is is acces-
sible with a touch of a button. Up to 10 phone
books can be accommodated.
� ..(,&
Our built-in, User-programmable, Map Viewer
has Map Zoom and Pan Controls plus Street and
Intersection Search. Our E911 System will inter-
face to 3rd party mapping products
�$#2,# ,"6
Unlike our competitors, all E911 information is
buffered at each operator position - saving the
high cost and complexity of a redundant server.

��8(,1$/% "$
The Ultra-Com IP will interface ALI data to any
CAD system on the market.Connection may be
achieved via an RS-232 port or TCP/IP network
connection.

The easy to use Main E911 Screen is shown answering a call.
The ANI/ALI pop-up window shows the name,address and
phone number of the person who has called in.

The built-in phone book (pop-up window) allows access to
10,000 phone numbers.Just one click dials a number

Our touch screens are fully user programmable Screens can
be designed to fit the job exactly.Our exclusive pop-up win-
dows reduce screen clutter.
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A one touch help system offers
the operator instant help on any
button function.
�.1(-, *8+2*1(.*$8+-,(1-/0
The system supports both mul-
tiple and single displays.
Both E911 and radio can share
one display or they can be sep-
arated onto multiple displays -
all being driven by a single
computer.

�2 *8(,01 ,18/$" **8/$"-/#$/0
Built-in Dual (radio and phone) Instant Recall
Recorders allow the operator to to record and
playback, independently, up to 90 minutes of
radio and telephone messages.
�$+-1$8-.$/ 1-/8.-0(1(-,0
The Ultra-Com IPdispatch software provides the
ability for personal computers to connect to
remote dispatch systems via an Internet
Protocol (IP) network using Voice Over IP (VoIP)
technology. Almost any Windows PC running
the Ultra-Com IP software and routed to the
Moducom network can be used as a remote
operator position. Note: the customer is responsi-
ble for providing and maintaining their wide area
network.

�.$/ 1-/08 ,#8#(0. 1"'$/08 /$81'$8'$ /18-%8 8"/(1(" *
"-++2,(" 1(-,8"-,1/-*80601$+�8�'$80601$+8+2018
02..-/181'$+�8�18,$$#081-8!$8!-1'8.-4$/%2*8 ,#
$51/$+$*68%*$5(!*$81-8+$$181'$(/80.$"(%("8,$$#0�

Combined radio and E911 - answer,make calls and dispatch
radio all from the same screen.

Here the Instant Recall Recorders (phone and radio) pop-up
windows are shown.Both recorders are built-in saving up to
$5000 per workstation.
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Our optional large flat touch screen monitors
provide easy access to our dispatch and E911
controls.
�-.�2.84(,#-40
Pop-Up windows reduce screen clutter so oper-
ators only see the information they need. For
example: ANI and ALI windows can be brought
as they are needed.
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Our drag and drop visual tools
are the most flexible way for
users to program screens to fit
the way they work. Screen lay-
out, button size, location, color,
labels,functionality, features and
levels are fully programmable.

�#3 ,"$#8#( &,-01("80601$+8!2(*1�(,8
Our MEDIC performs extensive diagnostics test
routines both automatically and manually. This
allows testing of all digital and analogue paths
and identifying where failures occur. Error mes-
sages provide explanations on which compo-
nents might be responsible and offering correc-
tive action.
�.1(-, *8/$+-1$8+ (,1$, ,"$
The diagnostics can even be used remotely by
technicians at our factory to help trouble shoot
your system.
�/$$80-%14 /$82.&/ #$0
Free for the life of the equipment. Available on
our website.
�1 1(01(" *8/$.-/10
Our  built-in Statistical Report Generator offers
complete statistical report generation. Reports
may be generated from an Operator
Workstation, the E911 Server or any PC on the

network. Report types include: Call, Line,
Operator Call Load Reports and Call time
Reports. These can printed on a printer or
exported as an HTML file.
�	��8# 1 ! 0$
All call info (ANI/ALI,Caller ID,Operator Position,
Time/Date,Incoming/Outgoing, etc.)are stored
on the E911 Server Database. All call detail info
can be retrieved from any operator position,the
E911 Server,or any PC on the network.

The Design Mode software allows your technicians to make
configuration changes to the Ultra-Com IP dispatch system.
Configuration items than can be changed include: screen
and button layout,audio level changes, feature options and
system card assignments.

Changes made at one position (or an off-site computer) can
be backed up to a storage device,emailed or transferred to
other positions via the built-in File Transfer feature.

6

� (,1$, ,"$8 ,#8+ , &$+$,18.$/0-,,$*8,$$#8
 8%*$5(!*$�8"-01�$%%("($,180601$+�8� (,1$, ,"$8
 ,#81/-2!*$80'--1(,&8+2018!$8$51/$+$*68$ 06�8% 01�8
 ,#8 !-3$8 **8$%%$"1(3$�



automatically backed-up to DVD-RAM media for
long-term storage. This information can also be
printed, exported to file, or compiled into the
included statistical report generator.
�("/-�
��8 *-48 "-018 -.$/ 1-/8 .-0(1(-,8 This
enables a PC running the Ultra-Com IP software
and is connected to the Ultra-Com IP network, to
operate as a full operator position. Simply plug a
headset, mic and speakers into the Micro-CAM
and connect to the PC. You now have a low cost
operator position ready for emergency situations.
�2 *8 / #(-8 "' ,,$*8 " /#8 (Dual TRC-TRI Card)
Along with the Dual Radio Card Cage, this cuts
the number of physical card cages and radio
channel cards required by radio customers in
half, at a substantial savings.

������8���
�������
� (,8 $*$"1/-,("08 . ") &$ The Main
Electronic Package II (MEP II) equipment is a fully
digital audio and data switch. It acts as the cen-
tral connection hub of the console system. All
operator positions, radio control lines, admin
telephone lines, E911 trunks, and auxiliary equip-
ment connect to the MEP II. The major compo-
nents of the MEP II are the MEP II Card Cage
assembly, Telephone Card Cage assemblies, MEP
II power supply assemblies, MEP II Telephone
power supply assemblies, Transmit Receive/TRI
Receive Cards (TRC/TRI), Position Interface Cards
(PIC), DC Keying cards (DCC), Quad Phone Line
cards (QPL), and Quad Trunk Interface cards
(QTI).
�.$/ 1-/8 8 .-0(1(-, The Operator Position is
the interface between the dispatcher and all
functions the console system performs. The
operation is controlled via a mouse and/or color
touch screen monitor. In its most basic form, the
Operator Position provides status information
and visual control buttons to the dispatcher.
This allows them to control and route audio in
order to communicate with telephone callers
and field radio units.
�-��8/$+-1$8.-0(1(-, The Ultra-Com IP enhanced
Distributed Network Architecture allows secure, full ,
operator positions (radio & phone) to be shared
among several dispatch center systems. One of the
first in the industry.
�*1/ �
-+8��80$/3$/8 (not required for radio con-
sole) The Ultra-Com Server monitors system
activity, stores Call Detail Records, provides log-
ging recorder functionality for phone lines, and
maintains an E911 database for statistics and
reporting. All call audio and call detail informa-
tion (ANI/ALI, caller ID, operator position, phone
line, time/date, incoming/outgoing, ring time,
hold time, TTY conversation, etc.) for any phone
calls are stored on a system server database.
Calls may be retrieved using the included search
and report utilities. All call audio and data is
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Federal Government/Military  State/Local Governments · Law Enforcement · Fire Departments · Health/Emergency Services

Forestry · Public Utilities · Telephone Companies · Petroleum · Land Transportation · Railroads

�-4$/8"-01081'/-2&'8 #3 ,"$#81$"',-*-&6

�' 1908 '$ #8%-/81'$8,$518&$,$/ 1(-,8(,%/ 01/2"12/$

�3$/81'(/1686$ /08-%8#(0. 1"'8"-,1/-*8(,,-3 1(-,

Emerging technologies are
just down the road ± will
you have to scrap your dis-
patch control system when
they arrive? The Ultra-Com IP protects against
obsolesence with our flexible Distributed Network

Moducom, a long time leader in dispatch control
systems, has a rich history of technical innovation.
Pioneering the all digital console, the first to int ro-
duce 100% user programmability, and in the fore-
front  with a working VoIP solution. The Moducom
system, unlike our competitors, is not an assembly

Architecture for interoper-
ability, VoIP, P25 and a built-
in migration path to con-
nect to the NextGeneration

E911 IP infrastructure. Ultra-Com IP advanced tech-
nology has the road to the future  covered.

of older proprietary systems but a state-of-the-art
all digital Windows system with IP technology. This
has enabled a system that is far more flexible, more
reliable and above all more cost-efficient. Every
Moducom product is designed, engineered, and
manufactured right here in the U.S.


